B XS PA N ) BUSH FIRE PRONE AREAS

UNENCLOSED SUB-FLOOR
BAL-FZ

WRAP POST / EZIPIER WITH 2 x FILL VOID WITH
LAYERS OF 20 MICRON (MIN. CLEAN GRAVEL
THICKNESS) ALUMINIUM FOIL

WITH REFLECTIVE SIDE FACING
OUT. FIXED WITH GALVANISED
WIRE TYPICAL. ) EZIPIER

STEEL SHEETING (ANY SHAPE OR
PROFILE) SCREWED TO STEEL
BATTENS OR CORNER ANGLES.
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CONCRETE PLITH 100mm
ABOVE FINISHED GROUND

STEEL SHEETING 50mm LINE.
ABOVE FINISHED GROUND
LINE.
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EZIPIER SYSTEM WITH THERMAL BARRIER

OPTION 1: REFLECTIVE FOIL WITH STEEL SHIELD THERMAL BARRIER

TO BE READ IN CONJUNCTION WITH THE FOLLOWING STANDARDS & WEBSITE:
® NASH STANDARD STEEL FRAMED CONSTRUCTION IN BUSHFIRE AREAS @ AUSTRALIAN STANDARD AS 3959-2009.
www.spantec.com.au/solutions/building-in-bushfire-prone-areas
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